
02.01
EUROTUBI C-Stahl M-Profil BIG T 90°
Werkstoff: C-Stahl unlegiert 1.0308 E 235 (DIN EN 10305), aussen galvanisch verzinkt, Abzweig reduziert

Orig. Nr. d-d1-d L L1 Z Z1 l Gewicht NPK-Nr. 6 U CHF
mm mm mm mm mm mm kg Stück Stück Stück

C41CK 76.1-15-76.1 232 66.0 61 45.0 116 0.99 253.221 1 30601-1214  104.60
C41EK-LBP 76.1-22-76.1 232 68.0 61 45.0 116 0.99 253.221 1 30601-0455   80.60
C41FK-LBP 76.1-28-76.1 232 71.0 61 47.0 116 1.04 253.221 1 15 30601-0456   81.75
C41GK-LBP 76.1-35-76.1 232 75.0 61 48.0 116 1.01 253.221 1 15 30601-0457   83.00
C41HK-LBP 76.1-42-76.1 232 79.0 61 47.0 116 1.05 253.221 1 15 30601-0458   84.15
C41JK-LBP 76.1-54-76.1 232 80.0 61 43.0 116 1.05 253.221 1 10 30601-0459   85.35
C41EL-LBP 88.9-22-88.9 262 76.0 68 53.0 131 1.32 253.222 1 10 30601-0460   90.20
C41FL-LBP 88.9-28-88.9 262 75.5 68 51.5 131 1.34 253.222 1 10 30601-0461   91.40
C41GL-LBP 88.9-35-88.9 262 83.0 68 56.5 131 1.35 253.222 1 10 30601-0462   92.60
C41HL-LBP 88.9-42-88.9 262 85.0 68 53.0 131 1.36 253.222 1 8 30601-0463   93.80
C41JL-LBP 88.9-54-88.9 262 92.5 68 55.5 131 1.39 253.222 1 8 30601-0464   95.05
C41KL 88.9-76.1-88.9 262 128 68 73.0 131 1.55 253.222 1 8 30601-0465   96.15
C41EM-LBP 108.0-22-108.0 312 85.0 79 62.0 156 1.86 253.223 1 5 30601-0466  105.80
C41FM-LBP 108.0-28-108.0 312 87.5 79 63.5 156 1.93 253.223 1 5 30601-0467  107.00
C41GM-LBP 108.0-35-108.0 312 93.5 79 66.0 156 1.95 253.223 1 5 30601-0468  108.15
C41HM-LBP 108.0-42-108.0 312 96.0 79 64.0 156 1.96 253.223 1 5 30601-0469  109.45
C41JM-LBP 108.0-54-108.0 312 102.0 79 65.0 156 1.99 253.223 1 5 30601-0470  110.50
C41KM 108.0-76.1-108.0 312 125.0 79 70.2 156 2.18 253.223 1 5 30601-0471  111.90
C41LM 108.0-88.9-108.0 312 135.0 79 72.0 156 2.22 253.223 1 5 30601-0472  112.90
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